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Copper Tube and Pipe WEIGHT, DIMENSIONS CHART in mm, kg, 15mm copper pipe weight


Kanchan Sales is a highly acclaimed Copper Pipe Fittings Manufacturer in India. The following tables show standard sizes of Copper Tubes of three types (types A, B, and C) and (K,L, M), standard wall thickness, and standard accurate weight per unit length of the tube. Generally each length of tube is 3 metres or 10 feet in length or 5.8 metres and 20 feet in length. All copper tube and copper tube fittings dimensions are in accordance with ASTM B88, ASTM B16.22, BS EN 13348 and BS EN 1254. The Copper tube wall thickness and tolerance are specified in millimeters. The mass of the tube per unit length is given in kilograms per metre(kg/m) as per standard specifications all around the world. The Pipe’s Outer diameter(OD), Thickness of the Pipe(T) is considered the measurement in each of the Copper Pipe Diameter chart and copper pipe gauge chart below.





Copper Tube for Air Conditioning and Refrigeration (ACR) - Dimensions and Working Pressures as per ASTM B280 Standard


	Nominal Size
(inches)	Annealed (A) or Drawn Temper (D)	Outside Diameter
(inches)
	Inside Diameter
(inches)
	Wall Thickness
(inches)
	Cross Sectional Area of Bore
(square inches)

	1/8	A	0.125
3.18	0.065
1.65	0.030
0.762	0.0033
	3/16	A	0.187
4.75	0.128
3.25	0.030
0.762	0.0129
	1/4	A	0.250
6.35	0.190
4.83	0.030
0.762	0.0284
	5/16	A	0.312
7.92	0.248
6.3	0.032
0.813	0.0483
	3/8	A	0.375
9.52	0.311
7.9	0.032
0.813	0.076
	D	0.375
9.52	0.315
8	0.030
0.762	0.078
	1/2	A	0.500
12.7	0.436
11.1	0.032
0.813	0.149
	D	0.500
12.7	0.430
10.9	0.035
0.889	0.145
	5/8	A	0.625
15.9	0.555
14.1	0.035
0.889	0.242
	D	0.625
15.9	0.545
13.8	0.040
1.02	0.233
	3/4	A	0.750
19	0.680
17.3	0.035
0.889	0.363
	A	0.750
19	0.666
16.9	0.042
1.07	0.348
	D	0.750
19	0.666
16.9	0.042
1.07	0.348
	7/8	A	0.875
22.2	0.785
19.9	0.045
1.14	0.484
	D	0.875
22.2	0.785
19.9	0.045
1.14	0.484
	1 1/8	A	1.125
28.6	1.025
26	0.050
1.27	0.825
	D	1.125
28.6	1.025
26	0.050
1.27	0.825
	1 3/8	A	1.375
34.9	1.265
32.1	0.055
1.4	1.26
	D	1.375
34.9	1.265
32.1	0.055
1.4	1.26

 


BS 2871 Copper Tubes Table X, Y and Z - Working Pressures vs. BS 2871 Copper Tubes Table X, Y and Z - Working Size


The following copper pipe weight chart pdf shows the Pipe sizes, dimensions and working pressure of the Coppers Pipes as per the International Standards. The below copper pipe size chart pdf is in accordance with BS 2871 Copper Tube Table X, Table Y and Table Z respectively.


	Nom. Diameter
(mm)	Outside Diameter
(mm)
	Table X
Half hard light gauge tube	Table Y
Half hard an annealed tube	Table Z
Hard drawn thin wall tube
	Thickness
(mm)
	Maximum Working Pressure
(N/mm2)
	Thickness
(mm)
	Maximum Working Pressure
(N/mm2)
	Thickness
(mm)
	Maximum Working Pressure
(N/mm2)

	6	6	0.6	13.3	0.8	14.4	0.5	11.3
	8	8	0.6	9.7	0.8	10.5	0.5	9.8
	10	10	0.6	7.7	0.8	8.2	0.5	7.8
	12	12	0.6	6.3	0.8	6.7	0.5	6.4
	15	15	0.7	5.8	1	6.7	0.5	5
	18	18	0.8	5.6	1	5.5	0.6	5
	22	22	0.9	5.1	1.2	5.7	0.6	4.1
	28	28	0.9	4	1.2	4.2	0.6	3.2
	35	35	1.2	4.2	1.5	4.1	0.7	3
	42	42	1.2	3.5	1.5	3.4	0.8	2.8
	54	54	1.2	2.7	2	3.6	0.9	2.5
	67	67	1.2	2	2	2.8	1	2
	76.1	76.2	1.5	2.4	2	2.5	1.2	1.9
	108	108.1	1.5	1.7	2.5	2.2	1.2	1.7
	133	133.4	1.5	1.4	 	 	1.5	1.6
	159	159.4	2	1.5	 	 	1.5	1.5



Copper Pipe and Tubes – Type K


Here, you can find below the  weight of copper pipe as per Copper Pipes and Tubes – Copper Types Chart of Type K standard specifications:


	Nominal Size – Tube Outside Diameter(mm)	Wall Thickness (mm)	Tolerance +/- (mm)	Weight (kg/m)
	6	0.9	0.08	0.12
	8	0.9	0.09	0.18
	10	0.9	0.09	0.23
	12	1.2	0.1	0.36
	15	1.2	0.1	0.47
	18	1.2	0.1	0.57
	22	1.6	0.15	0.92
	28	1.6	0.15	1.19
	35	1.6	0.15	1.50
	42	1.8	0.2	2.03
	54	2.1	0.2	3.06
	67	2.4	0.25	4.35
	79	2.8	0.3	5.99
	105	3.4	0.35	9.70
	130	4.0	0.4	14.2
	156	4.8	0.5	20.3
	206	6.8	0.7	38.0
	257	8.5	0.85	59.3
	308	10.3	1	86.1



Copper Pipe and Tubes – Type L



Here, you can find below the weight of copper pipe as per Copper Pipes and Tubes – Copper Types Chart of Type L standard specifications:


	Nominal Size – Tube Outside Diameter(mm)	Wall Thickness (mm)	Tolerance +/- (mm)	Weight (kg/m)
	6	0.7	0.07	0.10
	8	0.8	0.08	0.16
	10	0.8	0.08	0.21
	12	0.9	0.09	0.28
	15	1.0	0.1	0.39
	18	1.0	0.1	0.48
	22	1.1	0.1	0.65
	28	1.2	0.1	0.90
	35	1.4	0.15	1.32
	42	1.5	0.15	1.71
	54	1.7	0.15	2.50
	67	2.0	0.15	3.65
	79	2.3	0.2	4.95
	105	2.8	0.25	8.04
	130	3.1	0.3	11.0
	156	3.5	0.3	15.0
	206	5.0	0.35	28.2
	257	6.3	0.5	44.4
	308	7.1	0.65	60.0



Copper Pipe and Tubes – Type M


Here, you can find below the weight of copper pipe as per Copper Pipes and Tubes – Copper Types Chart of Type M standard specifications:


	Nominal Size – Tube Outside Diameter(mm)	Wall Thickness (mm)	Tolerance +/- (mm)	Weight (kg/m)
	6	0.6	–	0.09
	8	0.6	–	0.13
	10	0.6	–	0.16
	12	0.6	0.06	0.19
	15	0.7	0.07	0.28
	18	0.7	0.07	0.34
	22	0.8	0.08	0.48
	28	0.9	0.09	0.69
	35	1.1	0.1	1.05
	42	1.2	0.1	1.37
	54	1.5	0.15	2.21
	67	1.6	0.15	2.94
	79	1.8	0.2	3.90
	105	2.4	0.25	6.92
	130	2.7	0.25	9.65
	156	3.1	0.3	13.3
	206	4.3	0.45	24.4
	257	5.4	0.55	38.2
	308	6.4	0.65	54.2



BS EN 13348 Medical Grade Pipe (Typically available dimensions in ready)


copper fitting dimensions
The below dimensional chart describes the specified copper pipe sizes in mm to be used in conformance with BS EN 13348 Medical Grade (Degreased and Carbon Free).
Along with the mentioned standard copper tube sizes in mm, some brands like C-Flo, Mueller and Yorkshire also produce Copper Pipes with higher thicknesses for more durability.


	Nominal Outside Diameter
(mm)	Tube Length
(m)	Wall Thickness
(mm)
	12	6	0.6
	15	3, 6	0.7
	22	3, 6	0.9
	28	3, 6	0.9
	35	6	1.0
	42	6	1.0
	54	6	1.0
	67	6	1.5
	76	6	1.5
	108	6	1.5
	133	6	1.5
	159	6	2.0
	219	6	3.0


 


BS EN 13348 Medical Grade Pipe (Typical Temper of Material Required as per Standard)


You can find the below Mechanical Composition and Temper of Copper Pipes here. The mechanical composition of copper fittings are the same as shown in the below chart. You can also view the same by checking the “copper fitting dimensions chart” on this page.


	Material Temper	Tensile Strength	Elongation min.	Vickers Hardness
	Designation	Commonly used term	(MPa)	(%)	HV5
	R250	half hard	250	30, 20	75 - 100
	R290	hard	290	3	over 100



Copper Tube for Air Conditioning and Refrigeration (ACR)  Working Pressures as per ASTM B280 Standard specs


See below copper pipe and copper fitting takeoff chart for working pressure in conformity with ASTM B280


	Nominal Size
(inches)	Max. Working Pressure (psi)
	Annealed Coils	Annealed Straight Lengths	Drawn Straight Lengths
	1/8	2613	 	 
	3/16	1645	 	 
	1/4	1195	 	 
	5/19	1017	 	 
	3/8	836	777	1524
	1/2	618	664	1302
	5/8	525	615	1206
	3/4	435	538	1055
	7/8	495	496	972
	1 1/8	420	421	825
	1 3/8	373	374	733
	1 5/8	347	348	682
	2 1/8	 	309	607
	2 5/8	 	286	560
	3 1/8	 	270	529
	3 5/8	 	258	506
	4 1/8	 	249	489



Weight of All types of Copper Pipes and Tubes in inches and mm with the working pressure specified in kg and lbs:


	

						
12mm Copper Pipe Weight
	

						
15mm Copper Pipe Weight
	

						
22mm Copper Pipe Weight
	

						
42mm Copper Pipe Weight
	

						
1/4" Copper Tube Weight (6mm Copper Coil Weight Information)
	

						
5/16" Copper Tube Weight (8mm Copper Coil Weight Information)
	

						
3/8" Copper Tube Weight (10mm Copper Coil Weight Information)
	

						
1/2" Copper Tube Weight (12mm Copper Coil Weight Information)
	

						
5/8" Copper Tube Weight (15mm Copper Coil Weight Information)
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We are a regular exporter and supplier in these regions


	Nepal	Dubai
	United Kingdom	UAE
	U.S.A.	Egypt
	Bangladesh	Africa
	Bhutan	United States of America

 Kanchan Sales is the leading manufacturer supplier and exporter of Medical Gas Pipe System Accessories and Medical Grade Copper Fittings in the above regions.


We are a regular supplier in these regions
	Mumbai	Chennai
	Delhi	Bangalore
	Noida	Coimbatore
	Pune	West Godavari
	Gujarat	East Godavari
	Ahmedabad	Kakinada
	Uttarakhand	Kolkata
	Gwalior	Lucknow
	Kota	Madhya Pradesh
	Rajasthan	Assam
	Jaipur	Guwahati

Kanchan Sales is the leading manufacturer and supplier of Medical Gas Pipe System Accessories and Medical Grade Copper Fittings in the above regions.






About Us


We are an MGPS Copper Fittings manufacturer, supplier in Mumbai, Maharashtra, India. We produce 100% quality guaranteed Copper Tee Fittings, Copper Elbow Fittings, Copper Coupling Fittings, etc.
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Contact Us


FOR SALES:
SALES@COPPERFITTING.IN
Address:
91,Kika Street,Near Gulalwadi Circle, Mumbai, Maharashtra - 400004. (INDIA)











                       